TRILITE

Reinforce Magnesium Silicate Board

TRILITE RMS- sanded boards are produce with the
same high quality , reliable technical performance,
proven high fire & moisture resistance composition
that you have known over our 15 years in production.
Sanded on one side, smooth white surface on the other.

Aesthetics, Durability, Excellent Smooth 2 Sides Surface
Finishing for your limitless application

Technical Informations

ce

Dyl 1050 Kg/m® | |Fire Resistance Al EN 13501-1
Bendi * 10%)2 Classification

ending - .
Strength LA Noncombustible ENISO 1182
Compressive 8.3 N/me Surface Spread  Class 1 BS 476 part 7
Strength of Flame
Modulus of 7845 N/mmﬂ Surface Burning Class A ASTM E-84
Elasticity (6mm) Flame Spread — Zero ASTM E-84
Thermal 0.21 W/mK Smoke Develop  Zero ASTM E-84
Conductivity
Thickness 0.9 % Gross Heat 0.606 ENISO 1716
Swelling(wet) Combustion MJ/kg
ll\)/lry—Saturated 0.3 % Eme e 71-180 BS 476 Part 22

ovement g

minutes

Length (wet) 0.06 % Toxic Fumes 100% BS 6853
Movement generated when non toxic
Water Vapour 48.1 g/m?.day burn
Transmission Asbestos 1009% No NIOSH 9002
Moist Content Asbestos

olsture 12.5 % (weight
Content ’ 2?165% ) Formaldehyde 1009 Free ISO 14184-1

Content
Sutace b0 kel Fungi 100% No ASTM C-1338
Y Resistance Growth
Thickness [ 8mmupto 20mm Heat Rain /Thermal Shock
Width 1200/ 1220 mm Category o | (20 ¥les)
Length 2400/2440 mm To Freeze- Thaw (100 cycles)
(max. 3050mm) EN - 12467

Saereness || <G Soak-Dry (50 cycles)
Edge Jomm Bending Strength after 24
Straightness hours water immersion

TRIPLE LITE INCORPORATED

2F, No# 78 Fenliao Rd. Section 1, Linkou District New Taipei City , 24452 Taiwan R.0.C.

Tel : (886-2) 86013869
Website : www.triliteboard.com

RMS - SANDED

Why You Need Sanded Finish Magnesium boards?

"A1" fire grade material & noncombustible

Strict Thickness Precision, minimum deviation

Unaffected by water & moisture, does not degrade
nor deteriorate when in contact with water.

Very Safe, does not contain asbestos, formaldehyde
or any other toxic substances

Ideal for fire doors, flooring, walls , substrate for
lamination, furnitures, countertops, others

Easy to cut, glue, fix, install & decorate

1009% Environmentally Friendly

Low Carbon Emission production

High Quality, Mineral Based Raw
Materials

M1 classified, free from TVOC,
VOC, carcinogens, ammonia.

Odour Free.

Versatile, Multi-purpose, Stable

Fax: (886-2) 26018859 Email : triple.lite@msa.hinet.net
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